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PRE-MANUFACTURED ROLL OF TAPE BORDER WITH AN ADHESIVE 
l LAYER 
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FORM HYDROCOLLOID SILVER ADHESIVE DIRECTLY ON ADHESIVE 
LAYER OPPOSITE FROM THE TAPE BORDER 
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CUT A WINDOW THROUGH THE TAPE BORDER AND ADHESIVE LAYER 
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FORM THE HYDROCOLLOID SILVER ADHESIVE AROUND THE 
PERIMETER OF THE WINDOW ON THE ADHESIVE LAYER 
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THE TAPE BORDER, THE ADHESIVE LAYER AND THE HYDROCOLLOID 
ADHESIVE FORM A UNITARY FRAME 



56 7_ 



FORM THE PERMEABLE FILM DIRECTLY ON THE TOP SURFACE OF 

THE TAPE BORDER 
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FORM A FIRST LINER ON THE ADHESIVE LAYER AND HYDROCOLLOID 
SILVER ADHESIVE FROM A FIRST EDGE OF THE DRESSING A 
DISTANCE TOWARD THE CENTER OF THE DRESSING 
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-J FOLD THE FIRST LINER BACK UPON ITSELF TO FORM A TAB 
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FORM A SECOND LINER ON THE ADHESIVE LAYER AND 
HYDROCOLLOID SILVER ADHESIVE FROM A SECOND EDGE TO A 
LOCATION PAST THE TAB OF THE FIRST LINER 



